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CAT 5E PATCH CORDS

CAT 5E MODULAR PLUGS  

Part Number: CAA01-SC5E-*-# Part Number: CAA01-UC5E-*-#

Part Number Description Inner box Carton Carton measurement

CAA01-SC5E-*-# CAT5E FTP patch cord, PVC 1PCS --- 53cm*31cm*23cm

CAA01-SC5E-LSZH-*-# CAT5E FTP patch cord, CMR 1PCS --- 53cm*31cm*23cm

CAA01-SC5E-CMR-*-# CAT5E FTP patch cord, LSZH 1PCS --- 53cm*31cm*23cm

RJB01-SC5E CAT5E FTP Modular plugs 500PCS 5000PCS 53cm*31cm*23cm

CAA01-UC5E-*-# CAT5E UTP patch cord, PVC 1PCS --- 53cm*31cm*23cm

CAA01-UC5E-LSZH-*-# CAT5E UTP patch cord, CMR 1PCS --- 53cm*31cm*23cm

CAA01-UC5E-CMR-*-# CAT5E UTP patch cord, LSZH 1PCS --- 53cm*31cm*23cm

RJB01-UC5E CAT5E UTP Modular plugs 500PCS 5000PCS 53cm*31cm*23cm

Part Number: RJB01-SC5E Part Number: RJB01-UC5E

Cat5E patch cord is made by LINKBASIC cat5E stranded cable and 
cat5E plug. The transmission performance is fully compatible to the 
cat6 standards. It can provide up to 250 MHZ bandwidth available, 
apply together with LINKBASIC CAT5E keystone jack and patch 
panel.

PRODUCT INTRODUCTION

6-50micron RJ-45 staggered gold plated connectors
Fitted with strain relief boots
With or without reports made to the order
100% tested wiring sequence and continuity
Excellent attenuation and crosstalk characteristics

Exceed category 5E requirement
They are available in a variety of the lengths

�品特点PRODUCT FEATURES

Boots offer cable-end color ID, strain relief and RJ45 plug tab 
protection from snagging on cables or connectors when routing in 

PRODUCT INTRODUCTION

Materials: HDPE and metal shielding layer
50μgilded trigeminal reed

PRODUCT FEATURES

ORDER INFORMATION

*: patch cord length, 1=1m, 2=2m, 3=3m,

#: patch cord color: A=black, B=blue, C=red, D=orange, 

E=yellow, F=gray, G=green


