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Applicali on Caracteristicas S
The Tension Clamp is used for ADSS is mainly used to —
connect terminal support, tension support and splice v
support in setting up ADSS. - AnchodeBarda 1 Ghz
Descript ion < (Carcaa metélica sddada
— The tension clamp made of aluminum clad ste%or Bai sriba de i qz
aluminum alloy with firm grit applied and the individual aja pera de Insercio OR
rod assembled into groups to increase the streng#®of  Altg Aishmiento entre la salida yTap ML
* tension clamp in the condition of decreasing the stress i i
imposed on cable. < 130 dB RRdeblindaje 0
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— Easy installation and no special tools needed. P Diseﬁopara taja dstorcion
t patible with other hardware. Jut In-Out
nd lay direction standard. L I
! , . ) 6.5 1.6 1A 11
aret 1
. . AN1e4ANN 07 _ll_ 42 76/141 59 18 13 12
w Egeci caciones
o O 0 0 4 0
DCGOSOO/_AD 7.70-8.30 700 0.2 Black o~
5 - 47 2 15 1 0.8 0.8 0.7 0.7 0.7
' DCG0940/AD 290490 15| 1820 0.8 @38 0.6 pan@.6 B
451 - 'BO 2.3 1.6 13 1.0 1 0.8 0.8 0.8
’ DCG1126/AD 71(2:88-11.64 5 1 &gSO 1b Ol37 1 Green1 Tap 1
TrfTﬁfJéu: DCGIZ07/AD '_J:I.’bb-ld.lltd = 900 — Ux eiow
i 0 enf&:2R4da Y TapredB 132 940 0.4 Red a
5 - 47 25 30 30 35.0 40 40 40 41
ClriCca terirace = | 1) | PP 2 I e 255 PR £
6 -4ou . Aol 20 29 Rdturn ERsMifimuaidrS) 39 au au a4
\WSiSht t
) Color Code 0]
DCC-0825/ADE 7.35-8.25 560 0.1 Red
& tﬁﬁ}@m DCC-0926/ADE 8.26-9.26 600 0.1 Green
l),HHE?\M:é DCC-1039/ADE 9.27-10.39 630 0.2 Yellow
2.0 GeH| DCG-1168/ADE 10.40-11.68 670 0.3 Blue
DCC-1311/ADE 11.69-13.11 730 0.3 Orange
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