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~Eas#ER Product Specification

SNZB-02D

Zighee RBEHEREE L 28 / Zigbee LCD Smart Temperature Humidity Sensor

HZA{Z8 Basic Information

=AY

Product series

RE it
Type

Fmis
Model

fiteg

Power supply

RthES
Battery model

mEIRETCE
Temperature tolerance

EEIRETHE
Humidity tolerance

MCU

FEamiAiiE
Certification

WX 5L R%k2R
Gateway & Sensors

AR R
Temperature and humidity sensor

SNZB-02D

VANt x1
3V button cell x 1

CR2450

+0.2°C/+0.4°F

+2%RH

EFR32MG22

CE/FCC/ISED/RoHS

5pM{EE Appearance

FEmEe

Color

LCDREME
LCD dimension

= g

Product dimension

BLRANE

Package dimension

FmRE
Net weight

SEE
Total weight

Sh=Ht R

Casing material

=)
White

2.8" (TN SITUELES )
2.8" (TN reflective segment code screen)

59.5x62.5x18.5mm

63x65%x22.5mm

69.5¢g

78g

PC+LCD

IhEedstE Features

PR

Functions

ECXTIRTUBIRYL

Pairing time

SRR X
Matched gateways

SNZB-02DZR—™HLCDR, RAREIREERIRIEE MAPPIIZNE fERE
B RE8. B iaiE RIS ERAYEIE E IR, ST CHI F Rk, [H L E#dE
FERSH, REZEEEEN. EZ 80 IR RIMFNKEB L.
SNZB-02D is a smart temperature and humidity sensor with LCD screen,
allows you to see the real-time temperature and humidity on the screen
and monitor the living conditions on the App, provides accurate measure-
ments with ultra-high precision, ability to switch between °C and °F, store

and export historical data, get alarms and notifications, voice query, and
set smart scenes to realize your home automation.

30s

SONOFF ZBBridge, ZBBridge-P, iHost, ZBDongle-P, ZBDongle-E
BZARBHMXES:
@ LS #M XA S :Echo Plus 2nd, Echo 4th Gen, Echo Show 2nd

Third-party compatible gateway models:
() Amazon Gateway Model:Echo Plus 2nd, Echo 4th Gen, Echo Show 2nd
UK Sz E L i 9 ZigBee 3.009M %, RIA KPR~ k.

Other gateways supporting ZigBee3.0 wireless protocol.
Detailed information is in accordance with the final product

&5 HE Wireless standard

Tk iEE
Wireless connection

PN 5
Antenna

L2
Security mode

R
Encryption type

Zigbee 3.0 (IEEE802.15.4)

PCBiR#EH X%
PCB Antenna

AES-128

AES-128

fEAIFIR Working Condition

ERYFR
Applicable place

IERE
Working temperature

TRRE
Working humidity

T1EisiR
Working height

EREA

Indoor
-5°C~40°C/14°F~140°F

5%-95% RH, Tt/
5%-95% RH, non-condensing

2000K AT
Less than 2000m

]

REHK
Installation methods

=iIE{=H Installation

1. KEIEKR

2. BERERE
@ REEH KB & B RE
@ [REE3MB RIS {4

1. Place on the desktop

2. Install with base
@ Attach to the metal surface with the magnetic base
(2 Stick on the wall with 3M adhesive base
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