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CATSEKEYBONEJIACKS

Part Number: JKS09-SC5E Part Number: JKA09-UC5E

FRODUCINTRODUTION FRODUTFEAURES

TheCAT5EkeystongacksasthepartofLinkbasi€ Ar5Esolutions, Individual design with simple, compacted out looking.
exceedsll therequiementf CATSE standat providescat5e It compliesviththehumaranthroponomipol-lesslesigrforthe
systenpefomanceanduser4iendlyinstallatiofeatues. It can shielded keystone jack.

ofer 250MHz bandwidth available. m 110 type impact and punching tool for the unshielded keystone jack
® SpeciaPCBcircuiboarddesigrcanreduceheinterferencand
m  keep high allowance
CONSTRTIION = Zinc alloy shielding shell for the shielded keystone jack.
B High tensile PC materials for unshielded keystone jack.
v B Available im568/ndT568B
Description Parameter B &RQWDFW SKRVSKRU EURQ]H ZLWK WR JROG S
Contact Resistance(max) P B 24ANG
- - - m  Contact insertion for 1500 times
Insulation Resistance(min) 0 ® Theteminatiorprotectiveeapat the backof the modulenith
Return Loss(dB) 55dB bucklel.ocktyp_)edesignplanguaanteethecableto ayoid
excessivbendingfterterminatioyr fallof andtheprotectioof

electric shock

®  FullycompatibleiithRJ45connectosuitabléor CAT5Elevelor
lower application
AL“(
¢
JKB06-UC5E
CATSE unshielded keystone jack

ORIERNFORMAON

Part Number Description Standard Color Inner box Carton Sl G Ca’.‘O”

(LxWxH) weight

JKS09-SC5E CAT5E shielded keystone ja¢k Silver 20PCS 200PCS 53cm31cm23cm 9.20KG
JKA09-UC5E CAT5E unshielded keystone jack ~ White 25PCS 250PCS 53cm31cm23cm 3.80KG
JKB06-UC5E CAT5E unshielded keystone jack ~ White 25PCS 250PCS 53cm31cm23cm 4.20KG
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